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New York City 


Ladies’ Banking Room finished with 
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WHITE ENAMEL SPECIFICATION 


For New Interior Work 


CLOSE-GRAIN WOODS: 


WHITE-PINE, WHITEWOOD, BASSWOOD, CEDAR, 


CYPRESS, HEMLOCK, YELLOW PINE, GEORGIA PINE, BIRCH, MAPLE. Etc. 


First Coat: — Pure white lead ground in oil, thinned with one-half gallon of raw linseed 
oil, one-half gallon pure turpentine, one-eighth pint of good Japan dryer. 


(aes applying this coat, putty all nail holes with white lead putty and sandpaper surface with fine sandpaper; then ) 
give the whole surface a coat of strictly pure white shellac, and sandpaper again before applying Second Coat. 


Second Coat: 


gallon of pure turpentine. 


Third Coat: 


Pure white lead ground in oil, thinned with one pint of linseed oil to 


One-half pure white lead ground in oil, one-half pure French Zinc ground 


in oil; to be thinned with one-half pint raw linseed oil to gallon of pure turpentine. 


Fourth Coat: 


in oil, to be thinned with strictly pure turpentine. 


Fifth Coat: 


OTHER SPECIFICATIONS 


Sheet 1. White Enamel. New 
Interior Woodwork, Close 
Grain Woods. 

Sheet 2, White Enamel. Old 
Interior Woodwork. 

Sheet 3. White Enamel. New 
Exterior Woodwork. Close 
Grain Woods. 

Sheet 4. White Enamel. New 
Interior Woodwork. Open 
Grain Woods. 

Sheet 5. White Enamel. New 
Exterior Woodwork. Open 
Grain Woods. 

Sheet 6. Spar Warnish. For 
Nat. Finish Exterior Work. 
Sheet 7. Tinted Effects. In- 
terior Woodwork and Plaster 

Walls. 

Sheet 8. White Enamel, For 
Painted Exterior Surfaces. 
Sheet 9. Interior Varnish. 
Gloss- Rubbed - Polished 
Effects. Open Grain Woods. 

Sheet 10. Interior Warnish. 
Gloss - Rubbed - Polished 
Effects. Close Grain Woods, 

Sheet 11. Semi-Gloss Varnish. 
New Interior Woodwork, 
Natural Effect, Dull Finish. 

Sheet 12. Floor Varnish. Nat- 
ural Finish and Stain Finish. 


Sixth Coat: 


One-half pure white lead ground in oil and one-half pure French Zinc ground 


No oil to be used in this coat. 


Kyanize Enamel thinned with half- 


pint pure turpentine to the gallon. 


can, well flowed on. 


Kyanize Enamel as taken from the 


NOTE. — This specification will insure the very finest possible 
job. Ifexpenseis to be considered, Coat No. 3 may be omitted, 
and a very satisfactory job can be done by leaving out Coats 


Nos. 3and 5. 


IMPORTANT. — Each coat should be lightly sand- 
papered so that no brush marks or other imperfections 
are left on the surface when Ayanize Enamel is ap- 
plied. Kyanize Enamel will flow out absolutely smooth, 
but it must have a smooth surface underneath, in order 
to dry perfectly It will not show brush marks that 
are made in applying the enamel, but it cannot over- 
come brush marks that are left in undercoats. 


The above specification is, as noted, for Close- 
Grain Woods. For the correct procedure 
on Open-Grain Woods, see sheet No. 4. 


BOSTON VARNISH COMPANY 


EVERETT STATION 49 


BOSTON, MASS. 


CAUTION 


It is absolutely essen- 
tial that the surface 
be entirely free from 
grease, oil and dirt 
before varnishing or 
enamelling. In thin- 
ning, use only Pure 
Turpentine, and only 
in small quantities. 


To insure complete fulfill- 
ment of these specifications, 
insist that all Kyanize 
Varnishes and Enamels 
specified be delivered in 
properly labelled and sealed 


containers. 
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POMONA VALLEY HOSPITAL 


Pomona, Cal. 


Finished with Kyanize White Enamel throughout 


Wilton Bros., Contractors, Pomona, Cal. 
Paul F. Higgs, Architect, Pomona, Cal. 


WHITE ENAMEL- SPECIFICATION 
For Old Interior Woodwork 


- WHERE THE SURFACE HAS BEEN PREVIOUSLY PAINTED OR VARNISHED 


If the surface is in good condition, without having cracked, checked or peeled, simply 
remove all gloss with sandpaper to secure a smooth, even foundation. 


If, on the contrary, the old coating has cracked, checked or peeled, it is absolutely 
necessary to erase all traces of the old paint or other coating with Paint and Varnish 
Remover. After this is done, it is equally essential that all traces of the Remover be 
eliminated from the wood by wiping thoroughly with gasoline. Allow ample time to dry. 


These precautions must be taken in the order named to insure the proper adherence of 
all undercoats. Then proceed as follows: 


First Coat: — Pure white lead ground in oil, thinned with three quarts of turpentine, one 
quart of boiled linseed oil, and about half a gill of Japan dryer to the gallon. 


Second Coat: 


One-half pure white lead ground 


OTe (SPECIFICATIONS in oil, one-half French Zinc éround in oil, Ben 
REDO ONES thinned with pure turpentine, and about half 
Interior Woodwork, Close a pint of boiled linseed oil to the gallon. It is absolutely essen- 
Train ooas. 
Sheet ?. White Enamel. Old ; : ; ‘ . , 
Tategine Wocdwork. Third Coat: — Kyanize White Enamel, thinned tial that the surface 
LITE AED I cae with half a pint of turpentine to the gallon. be entirely free from 


Grain Woods. 


Sheet 4. White Enamel. New Fourth Coat: &redase, oil and dirt 


Kyanize White Enamel as taken 


Interior Woodwork. Open ich7 
Grain Woods. from the can, well flowed on. before varnishing or 
Sheet 5. White Enamel. New enamelling. In. thin- 
Exterior Woodwork. Open d 
Grain Woods, IMPORTANT. — Each coat should be lightly sand- nin’, Use only Pure 
Sheet 6. Spar ae es papered so that no peush marks or pthentper locos T c : ] ] 
Nat. Finish Exterior Work. are left on the surface when Kyanize Enamel is ap- urpentine, and on 
Sheet 7. Tinted Effects. In- plied. Kyanize Enamel will flow out absolutely smooth, f urpentine, Tt y 
terior Woodwork and Plaster but it must have asmooth su face underneath, in order in small quantities. 
Walls. to dry perfectly. It will not show brush marks that 
Sheet 8. White Enamel. For ure made inapplying the enamel, but it cannot over- 
Painted Exterior Surfaces. come brush marks that are left in undercoats. ; 
Sheet 9. Interior Ae ee To insure complete fulfill- 
Saat paearene Woods. ment of these specifications, 
Sheet 10. Interior Varnish. For White Enamel Specification on New insist that all Kyanize 
Gloss - Rubbed - Polished hee : 
Effects. Close Grain Woods. Interior Woodwork, see back of sheet No. 1. Varnishes and Enamels 
y Il. Semi-Gl Varnish. A : . 
ee lenis ESRC e Kes ee specified be delivered in 


Natural Effect, Dull Finish. 


properly labelled and sealed 
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WHITE ENAMEL SPECIFICATION 


For New Exterior Woodwork 


CLOSE-GRAIN WOODS: WHITE PINE, WHITEWOOD, BASSWOOD, CEDAR, 
CYPRESS, HEMLOCK, YELLOW PINE, GEORGIA PINE, BIRCH, MAPLE, Etc. 


First Coat: 


oil and one-half pure turpentine. 


white lead putty, and sandpaper surface with fine sandpaper.) 


Second Coat: 


oil and three quarts of turpentine. 


Third Coat: 


linseed oil to the gallon. 


OTHER SPECIFICATIONS 


Sheet 1. White Enamel. New 
Interior Woodwork, Close 
Grain Woods. : 

Sheet 2. White Enamel. Old 
Interior Woodwork. 

Sheet 3. White Enamel. New 
Exterior Woodwork. Close 
Grain Woods. 

Sheet 4. White Enamel. New 
Interior Woodwork. Open 
Grain Woods. 

Sheet5. White Enamel. New 
Exterior Woodwork. Open 
Grain Woods. 

Sheet 6. Spar Varnish. For 
Nat. Finish Exterior Work. 
Sheet 7. Tinted Effects. \n- 
terior Woodwork and Plaster 

Walls. 

Sheet 8. White Enamel. For 
Painted Exterior Surfaces. 
Sheet 9. Interior Varnish. 
Gloss- Rubbed - Polished 
Effects. Open Grain Woods. 

Sheet 10. Interior Varnish. 
Gloss - Rubbed - Polished 
Effects. Close Grain Woods. 

Sheet 11. Semi-Gloss Varnish. 
New Interior Woodwork. 
Natural Effect, Dull Finish. 

Sheet 12. Floor Varnish. Nat- 
ural Finish and Stain Finish. 


Fourth Coat: 


Fifth Coat : 


Kyanize Enamel thinned with 


half-pint of turpentine to the gallon. 


Kyanize Enamel as taken from the 
can, well flowed on. 


NOTE. — This will make a very nice job, but if expense is to 
be considered, avery good job can be done with one coat of 
Kyanize Enamel applied as taken from the can without thinning. 


IMPORTANT. — Each coat should be lightly sand- 
papered so that no brush marks or other imperfections 
are left on the surface when Kyanize Enamel is ap- 
plied. Kyanize Enamel will flow out absolutely smooth, 
but it must have a smooth surface underneath, in order 
to dry perfectly. It will not show brushmarks that 
are made in apphying the enamel, but it cannot over- 
come brush marks that are left in undercoats. 


For the correct procedure on New Exterior Woodwork 


(Open Grain Woods), see back of sheet No. 5. 


BOSTON VARNISH COMPANY 


EVERETT STATION 49 


BOSTON, MASS. 


Pure white lead ground in oil, thinned with about one-half boiled linseed 
(After applying this coat, putty all nail holes with 


Pure white lead ground in oil, thinned with about a quart of boiled linseed 


Strictly pure white lead, thinned with pure turpentine, about a pint of raw 


CAUTION 


It is absolutely essen- 
tial that the surface 
be entirely free from 
grease, oil and dirt 
before varnishing or 
enamelling. In thin- 
ning, use only Pure 


Turpentine, and only 
in small quantities. 


To insure complete fulfill- 
ment of these specifications, 
insist that all Kyanize 
Varnishes and Enamels 
specified be delivered in 
properly labelled and sealed 


containers. 
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WHITE ENAMEL SPECIFICATION 


For New Interior Woodwork 


OPEN-GRAIN WOODS: OAK, ASH, WALNUT, MAHOGANY, Etc. 


Open-grain woods should first be filled with a good paste filler, colored to match the 
wood, well rubbed in. When dry and hard sandpaper the whole surface lightly, then 
go over it with a light coat of strictly pure white shellac: when dry, again sandpaper 
lightly before applying the undercoats. . The following procedure should then- ensue : 


First Coat:— Pure white lead ground in oil, thinned with one pint of raw linseed oil to 
gallon of turpentine. 


Second Coat : — One-half pure white lead ground in oil, one-half pure French Zinc ground 
in oil, to be thinned, one half-pint of raw linseed oil to gallon of turpentine. 


Third Coat:—To be-one-half pure white lead aa oe 
ground in oil,. one-half. pure French Zinc 


ER SPECIFICATIONS Speen” eee ; 
epithe Fore New ground in oil, thinned with strictly pure tur- CAUTION 
Interior Woodwork, Close pentine. No oil to be used in this coat. It is absolutely essen- 


Grain Woods. 
Sheet 2. White Enamel. Old Fourth Coat:—To be Kyanize White Enamel tial that the surface 


Interior Woodwork. 


Sheet 3.' White Enamel. New thinned with half-pint pure turpentine to gal- be entirely free from 


Exterior Woodwork. Close 

Grain Woods. lon of Enamel . grease, oil and dirt 
Sheet 4, White Enamel. _New F: ‘ ‘ele 

Interior Woodwork. Open Fifth Coat: — Kyanize White Enamel as taken before varnishing or 

rain Woods. - : 

Sheet 5. White Enamel. New from can, well flowed on. enamelling. In thin- 

Exterior Woodwork. Open . 

Grain Woods. : NOTE. — This specification will insure the very finest possible ning, use only Pure 
Sheet 6. Spar Varnish. For job. If expense is to be considered, Coat No. 3 may be omitted, 3 

Nat. Finish Exterior Work. anda very satisfactory job can be done by leaving out Coats _ Turpentine, and only 


Sheet 7. Tinted Effects. \n- No. 3 and 4. : yeh 
terior Woodwork and Plaster in sma 1] quantities. 
Walls. 2 IMPORTANT. — Each coat should be lightly sand- 

Sheet 8. White. Enamel. For papered sothat no brush marks or other imperfections So a 
Painted Exterior Surfaces. are left on the surface when Kyanize Enamel is ap- 4 f 

Sheed as een at fbr plied. Kyanize Enamel will flow out absolutely smooth, To insure compleie fulfill- 

oss- Rubbed - fFolishe ~ but it must have asmooth surface underneath, in order : 4 i 
Effects. Open Grain Woods. to dry perfectly. It will not show brush marks that ment of these Specipeations, 

Sheet 10. ~Interior Varnish. 2 are made inapplying the enamel, but it cannot over- 1 insist that all Kyanize 
Gloss - Rubbed - Polished come brush marks that are left in undercoats. oe (ae : 

Varnishes and Enamels 


Effects. Clese Grain Woods. 
specified be delivered in 


Sheet 11. Semi-Gloss Varnish. 
New Interior Woodwork, 


Shee rates Deen t Nats BOSTON VARNISH COMPANY properly labelled and sealed | 


ural Finish and Stain Finish. containers. 
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WHITE ENAMEL SPECIFICATION 


OPEN-GRAIN WOODS: 


For New Exterior Woodwork 


OAK, ASH, WALNUT, MAHOGANY, Etc. 


Open-grain woods should first be filled with a good paste filler, colored to match the 


wood, well rubbed in. 


lightly before applying the undercoats. 


First Coat: 


oil and one-half pure turpentine. 


When dry and hard sandpaper the whole surface lightly, then 
So over it with a light coat of strictly pure white shellac: when dry, again sandpaper 


white lead putty, and sandpaper surface with fine sandpaper. 


The following procedure should then ensue: 


Pure white lead ground in oil, thinned with about one-half boiled linseed 
(After applying this coat, putty all nail holes with 


Second Coat: — Pure white lead ground in oil, thinned with about a quart of boiled linseed 


~ OTHER SPECIFICATIONS 


Sheet 1. White Enamel. New 
Interior Woodwork, Close 
Grain Woods. 

Sheet 2. White Enamel. Old 
Interior Woodwork. 

Sheet 3. White Enamel. New 
Exterior Woodwork. Close 
Grain Woods. 

Sheet 4. WhiteEnamel. New 
Interior Woodwork. Open 
Grain Woods. 

Sheet5. White Enamel. New 
Exterior Woodwork. Open 
Grain Woods. 

Sheet 6. Spar Varnisn. For 
Nat. Finish Exterior Work. 
Sheet 7.. Tinted Effects. \n- 
terior Woodwork and Plaster 

Walls. 

Sheet 8. White Enamel, For 
Painted Exterior Surfaces. 
Sheet 9. Interior Varnish. 
Gloss- Rubbed - Polished 
Effects. Open Grain Woods. 

Sheet 10. Interior Varnish. 
Gloss - Rubbed - Polished 
Effects. Close Grain Woods. 

Sheet 11. Semi-Gloss Varnish. 
New Interior Woodwork, 
Natural Effect, Dull Finish. 

Sheet 12. Floor Varnish. Nat- 
ural Finish and Stain Finish. 


oil and three quarts of turpentine. 


Third Coat:— Strictly pure white lead, thinned 
with pure turpentine, about a pint of raw lin- 
seed oil to the gallon. 


Fourth Coat:— Kyanize Enamel thinned with 
half-pint of turpentine to the gallon. 


Fifth Coat: — Kyanize Enamel as taken from the 
can well flowed on. 


NOTE. — This specification will insure the very finest job. 
If expense is to be considered, Coat No. 4 may be omitted. 


IMPORTANT. — Each coat should be lightly sand- 
papered so that no brush marks or other imperfections 
are left on the surface when Kyanize Enamel is ap- 
plied. Kyanize Enamel will flow out absolutely smooth, 
but it must have a smooth surface underneath, in order 
to dry perf ctly. It will not show brushmarks that 
are made in appbying the enamel, but it cannot over- 
come brush marks that are left in undercoats. 
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CAUTION 


It is absolutely essen- 
tial that the surface 
be entirely free from 
grease, oil and dirt 
before varnishing or 
enamelling In thin- 
ning, ise only Pure 
Turpentine, and only 
in small quantities. 


To insure complete fulfill- 
ment of these specifications, 
insist that all Kyanize 
Varnishes and Enamels 
specified be delivered in 
properly labelled and sealed 


containers. 
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“A Finished with —~ ) ‘ Finished with 
Ayanize = another spar finish 


SPAR FINISH 


j These two wooden panels were boiled for two hours. One of them, finished with Kyanize Spar Varnish, emerged from 
; the test unchanged, while the other (finished with another brand of Spar Varnish) blistered, cracked, and turned white. 


Ayanize 
SPAR VARNISH SPECIFICATION 


For Exterior Work — Natural Finish 


CLOSE-GRAIN WOODS: WHITE PINE, WHITEWOOD, BASSWOOD, CEDAR, 
CYPRESS, HEMLOCK, YELLOW PINE, GEORGIA PINE, BIRCH, MAPLE, Etc. 


First sandpaper the surface smooth; fill all nail holes with putty, colored to match the 
wood. Use no filler or primer of any kind. Apply three full-flowing coats of Kyanize 
Spar Finish, allowing ample drying time (forty-eight hours)between coats. The first two 
coats may be thinned slightly with pure turpentine (use nothing else) in about the pro- 
portion of one-half pint to the gallon. Rub first and second coats lightly with fine sand- 
paper or steel wool to remove the gloss, then apply a finishing coat of Kyanize Spar 
Finish just as it comes from the can. This will produce a lustrous gloss finish. 


Should a dull finish be desired, rub 


OTHER SPECIFICATIONS ; ; CAUTION 
Sheet 1, White Enamel. New the surface with powdered pumice ; 

Interior, Woodwork, Close d It.is absolutely essen- 
Sheet 2 White Enamel. Old stone and water about three rays tial that the surface 
Sheet 3. White Enamel. New after the final coat has been applied. be entirely free from 

Exterior Woodwork. 
«fran Woods. ey i: grease, oil and dirt 
Sheet 4. ‘hite E i ew : . : : Bare 

Interior Woodwork Open To obtain a highly-polished finish before varnishing or 

ds. : ; 
Sheet 5. White Enamel. New rub the surface with rotten stone enamelling. In thin- 
xterior oodwork. pen é 's : ° 
suas Weeds es gees and oil six to eight days after the ning, use only gh 
Nat: Finish Exterior Work: final coat has been applied. Turpentine, and only 
terior Woodwork and Plaster in small quantities. 
Walls. 


Sheet 8. White Enamel, For 
Painted Exterior Surfaces. 
Sheet 9. Interior Varnish. 


To insure complete fulfill- 


: i ificati Exterior Surfaces ; ; 
Gloss: Rubbed - Polished For White Fila es patie ane : ‘ ce a inet of these Specthcanene 
ects. . s bs " - 
Sheet 10. Interior ithe SAAT A SA BLES os on insist that all Kyanize 
4 Z Sp ateatiod 
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Sheet 11. Semi-Gloss Varnish. 
New Interior Woodwork, 


ini ly labelled and sealed 
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ural Finish and Stain Finish. 


specified be delivered in 


containers. 
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CELOID FINISH SPECIFICATIONS 


For New Interior Woodwork 


CLOSE-GRAIN WOODS: WHITE PINE, WHITEWOOD, BASSWOOD, CEDAR, 
CYPRESS, HEMLOCK, YELLOW PINE, GEORGIA PINE, BIRCH, MAPLE, Etc. 


Sand the surface down to an even smoothness and fill all nail holes with putty, colored 
as near as possible to match the color of the Kyanize Celoid Finish to be used. No 
primer or filler of any kind is necessary. 


Apply two coats of Kyanize Celoid Finish (either Pure White or one of the eight shades). 
The first coat may be thinned slightly with pure turpentine in the proportion of one-half 
pint to the gallon. Allow ample drying period 
between coats (twenty-four to thirty-six hours will 
be sufficient). Then apply the second coat, using 
ea ee Cae Kyanize Celoid Finish just as it comes from the 
Pip een no tayhy can. This will produce a very handsome finish 
re Bap begtae Ae ce of satin-like lustre, extremely restful to the eye 
and absolutely waterproof and washable. 


OTHER SPECIFICATIONS 
Sheet 1. White Enamel, New 


CAUTION 


It is absolutely essen- 
tial that the surface 
be entirely free from 
grease, oil and dirt 
before varnishing or 
enamelling. In thin- 
ning, use only Pure 


Exterior Woodwork. Close 
Grain Woods. 

Sheet 4. WhiteEnamel. New 
Interior Woodwork. Open 
Grain Woods. 

Sheet 5. White Enamel. New 
Exterior Woodwork. Open 
Grain Woods. 

Sheet 6. Spar Varnish. For 
Nat. Finish Exterior Work. 
Sheet 7. Tinted Effects. \n- 
terior Woodwork and Plaster 

Walls. 

Sheet 8. White Enamel. For 

Painted Exterior Surfaces. 


Sheet 9. Interior Aaa To insure compleie fulfill- 
Gloss- Rubbed - Polishe 


Effects. Open Grain Woods. ment of these specifications, 
oe Hes Es Beers insist that all Kyanize 
oss - Rubbed - Poli 

Effects. Close Grain Woods. 
Sheet 11. Semi-Gloss Varnish. 
New Interior Woodwork. 


For New Plaster Walls 


First apply a coat of Celoid Wall Sealer to seal the sur- 
face and prevent the acid in the plaster coming through. 
Where walls were previously finished with a cold water 
paint or calcimine preparation, the old finish must be 
entirely removed, and then apply a coat of Celoid Wall 
Sealer before using Celoid Finish. 


Turpentine, and only 
in small quantities. 


Varnishes and Enamels 


specified be delivered in 


Natural Effect, Dull Finish. 
Sheet 12. Floor Varnish, Nat- 
ural Finish and Stain Finish. 


————— 
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One-half of the panel illustrated above was finished with Kyanize White Enamel. 
and the balance with another enamel. After six months exposure to the 


most severe weather, the Kyanize half was unchanged. 


Ayanize 


WHITE ENAMEL SPECIFICATION 


For Previously Painted Exterior Surfaces 


It will be necessary to make a satisfactory foundation before applying the Enamel. If 
the old paint is checked or cracked or scaling off, all old paint should be completely 


removed with paint remover; 
to thoroughly dry. 


surface then to be washed over with gasoline and allowed 
Then proceed as with New Exterior Work. 


If the old paint is hard, and has not peeled or checked, you can wash this thoroughly 


to remove all dirt and loose particles. 


OTHER SPECIFICATIONS 


Sheet 1. White Enamel. New 
Interior Woodwork, Close 
Grain Woods. 

Sheet 2. White Enamel. Old 
Interior Woodwork. 

Sheet 3. White Enamel. New 
Exterior Woodwork. Close 
Grain Woods. 

Sheet 4. White Enamel. New 
Interior Woodwork. Open 
Grain Woods. 

Sheet 5. White Enamel. New 
Exterior Woodwork, Open 
Grain Woods. 

Sheet 6. Spar Varnish. For 
Nat. Finish Exterior Work. 
Sheet 7. Tinted Effects. \n- 
terior Woodwork and Plaster 

Walls. 

Sheet 8. White Enamel. For 
Painted Exterior Surfaces. 
Sheet 9. Interior Varnish. 
Gloss- Rubbed - Polished 
Effects. Open Grain Woods. 

Sheet 10. Interior Varnish. 
Gloss - Rubbed - Polished 
Effects. Close Grain Woods. 

Sheet 11. Semi-Gloss Varnish. 
New Interior Woodwork, 
Natural Effect, Dull Finish. 

Sheet 12. Floor Varnish. Nat- 
ural Finish and Stain Finish. 


First Coat: —Pure white lead thinned with quart of 
raw linseed oil and three quarts of turpentine. 


Second Coat:— Kyanize Enamel thinned with 
half a pint of turpentine to gallon of enamel. 


Third Coat: — Kyanize Enamel as taken from the 
can, well flowed on. 


NOTE. — This specification willinsure the very finest possible 
job. If expense is to be considered, Coat No. 2 may be omitted. 


IMPORTANT. — Each coat should be lightly sand- 
papered so that no brush marks or other imperfections 
are left on the surface when Kyanize Enamel is ap- 
plied. Kyanize Enamel will flow out absolutely smooth, 
but it must have a smooth surface underneath, in order 
to dry perfectly It will not show brush marks that 
are made in applying the enamel, but it cannot over- 
come brush marks that are left in undercoats. 


BOSTON VARNISH COMPANY 


EVERETT STATION 49 BOSTON, MASS. 


Then proceed as follows: 


CAUTION 


It is absolutely essen- 
tial that the surface 
be entirely free from 
grease, oil and dirt 
before varnishing or 
enamelling. In thin- 
ning, use only Pure 


Turpentine, and only 
in small quantities. 


To insure complete fulfill- 
ment of these specifications, 
insist that all Kyanize 
Varnishes and Enamels 
specified be delivered in 
properly labelled and sealed 


containers. 
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Sand the surface down to an even smoothness. 


match the wood. 


No. 00 sandpaper. 


OTHER SPECIFICATIONS 


Sheetl. White Enamel, New 
Interior Woodwork, Close 
Grain Woods. 


Sheet 2. White Enamel. Old 
Interior Woodwork. 
Sheet 3. White Enamel. New 


Exterior Woodwork. Close 
Grain Woods. 


Sheet 4. WhiteEnamel. New 
Interior Woodwork. Open 
Grain Woods. 

Sheet 5. White Enamel. New 
Exterior Woodwork. Open 
Grain Woods. 

Sheet 6. Spar Varnish. For 


Nat. Finish Exterior Work. 

Sheet 7. Tinted Effects. In- 
terior Woodwork and Plaster 
Walls. 

Sheet 8. White Enamel. For 
Painted Exterior Surfaces. 
Sheet 9. Interior Varnish. 

Gloss- Rubbed - Polished 
Effects. Open Grain Woods. 
Sheet 10. Interior Varnish. 
Gloss - Rubbed - Polished 
Effects. Close Grain Woods. 
Sheet 11. Semi-Gloss Varnish. 
New Interior Woodwork. 
Natural Effect, Dull Finish. 
Sheet 12. Floor Varnish. Nat- 
ural Finish and Stain Finish. 


Windsor Hotel 
Montreal, Canada 


Manor House 
gewater 


Chicago, Ill. 


Avanize 
INTERIOR VARNISH SPECIFICATION 


For Natural Finish— Balustrade, Trim, Wainscoating, Etc. 


OPEN-GRAIN WOODS: 


OAK, ASH, WALNUT, MAHOGANY, Etc. 


Fill nail holes with 


Residence of 
. Crouse Klock. 

1008 E. Genesee St. 

Syracuse, N. 


Xf 


putty, colored to 


Fill the grain with a good paste filler (also colored to match the wood), 
allow a few minutes to set, then wipe this off by rubbing with a cloth across the grain. 
After a sufficient drying period, probably about twenty-four hours, sandpaper lightly with 


Follow with three coats of Kyanize Interior Finish. 


The material for the first coat may be thinned 
slightly with pure turpentine in the proportion of 
one-half pint to the gallon. 
to be applied just as the varnish comes from the 
Allow a drying period of at least twenty-four 
hours between coats. 


can. 


To remove the gloss on the first and second coats, rub 
lightly with steel wool or fine sandpaper, then apply 
the finishing coat of Kyanize Interior Finish just as it 
comes from the can. 


high-gloss finish. 


If a dull or rubbed effect is desired, allow final coat 
forty-eight hours to dry, and then rub with powdered 
pumice stone and water. 
finish allow six to eight days for the final coat to thor- 
oughly harden, and polish with rotten stone and oil. 
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Second and third coats 


This will produce a lustrous, 


To obtain a highly polished 


BOSTON, MASS. 


CAUTION 


Tt is absolutely essen- 
tial that the surface 
be entirely free from 
grease, oil and dirt 
before varnishing or 
enamelling. In thin- 
ning, use only Pure 


Turpentine, and only 
in small quantities. 


To insure compleie fulfill- 
ment of these specifications, 
that all Kyanize 
Varnishes and Enamels 
specified be delivered in 
properly labelled and sealed 


containers. 
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INTERIOR VARNISH SPECIFICATION 


For Natural Finish— Balustrade, Trim, Wainscoating, Etc. 


CLOSE-GRAIN WOODS: 


WHITE PINE, WHITEWOOD, BASSWOOD, CEDAR, 


CYPRESS, HEMLOCK, YELLOW PINE, GEORGIA PINE, BIRCH, MAPLE, Etc. 


Sand the surface down to an even smoothness; fill all nail holes with putty, colored to 


match the wood. 


No filler of any kind is required. 
Interior Finish, using full-flowing coats. 


Follow with three coats of Kyanize 
A drying period of twenty-four hours should be 


allowed. The first and second coats should be rubbed lightly with steel wool or fine 


sandpaper to remove the gloss. 


For the first coat, Kyanize Interior Finish may be 


thinned slightly with pure turpentine in the proportion of one-half pint to the gallon. 


OTHER SPECIFICATIONS ~ 


Sheet 1. White Enamel, New 
Interior Woodwork, Close 
Grain Woods. 

Sheet 2. White Enamel. Old 
Interior Woodwork. 

Sheet 3. White Enamel. New 
Exterior Woodwork. Close 
Grain Woods. 

Sheet 4. White Enamel. New 
Interior Woodwork. Open 
Grain Woods. 

Sheet5. White Enamel. New 
Exterior Woodwork... Open 
Grain Woods. 

Sheet 6. Spar Varnish. For 
Nat. Finish Exterior Work. 
Sheet.7. Tinted Effects. In- 
terior Woodwork and Plaster 

Walls. 

Sheet 8. White Enamel. For 
Painted Exterior Surfaces. 
Sheet 9. Interior Varnish. 
Gloss- Rubbed - Polished 
Effects. Open Grain Woods. 

Sheet 10. Interior Warnish. 
Gloss - Rubbed - Polished 
Effects. Close Grain Woods. 

Sheet 11. Semi-Gloss Varnish. 
New Interior Woodwork. 
Natural Effect, Dull Finish. 

Sheet 12. Floor Varnish, Nat- 
ural Finish and Stain Finish. 


The finishing coat of Ayanize Interior 
Finish should be applied just as the material 


comes from the can. The effect produced 
will be a highly lustrous finish. 


Should a dull finish be desired, allow the final 
coat at least forty-eight hours to dry, and then 
rub with powdered pumice stone and water. 
(If cost will not permit the expense of rubbing 
the same effect can be obtained by using 


Kyanize Semi-Gloss Varnish as specified on 
the back of Sheet No. 11.) 


To obtain a high polish, permit the final coat 
to thoroughly harden, allowing six to eight 
days, and then hand-polish with rotten stone 
and oil. 
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CAUTION 
Tt is absolutely essen- 
tial that the surface 
be entirely free from 
grease, oil and dirt 
before varnishing or 
enamelling. In thin- 
ning, use only Pure 


Turpentine, and only 
in small quantities. 


To insure compleie fulfill- 
ment of these specifications, 
insist that all Kyanize 
Varnishes and Enamels 
specified be delivered in 
properly labelled and sealed 


containers. 
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SEMI-GLOSS FINISH SPECIFICATION 


For New Interior Woodwork — Natural Finish 


OPEN-GRAIN WOODS: 


OAK, ASH, WALNUT, MAHOGANY, Etc. 


Sand the surface down to an even smoothness; fill all nail holes with putty, colored to 
Use a good paste filler to fill the grain, allowing a few minutes to set 


match the wood. 


and then removing by rubbing with a cloth across the grain. 


paper lightly with No. 00 sandpaper. 


In twenty-four hours sand- 


Apply two coats of Kyanize Interior Finish, allowing twenty-four hours 
between coats, and thinning the first coat slightly with pure turpentine in the 


proportion 


OTHER SPECIFICATIONS 


Sheet 1. White Enamel. New 
Interior Woodwork, Close 
Grain Woods. 

Sheet 2. White Enamel. Old 
Interior Woodwork. 


Sheet 3. White Enamel. New 
Exterior Woodwork. Close 
Grain Woods. 

Sheet 4. White Enamel. New 
Interior Woodwork. Open 
Grain Woods. 

Sheet 5. White Enamel. New 
Exterior Woodwork. Open 


Grain Woods. 
Sheet 6. Spar Varnish. For 
Nat. Finish Exterior Work. 
Sheet 7. Tinted Effects. In- 


terior Woodwork and Plaster | 


Walls. 

Sheet 8. White Enamel. For 
Painted Exterior Surfaces. 
Sheet 9. Interior Varnish. 

Gloss- Rubbed - Polished 
Effects. Open Grain Woods. 
Sheet 10. Interior Varnish. 
Gloss - Rubbed - Polished 
Effects. Close Grain Woods. 
Sheet 11. Semi-Gloss Varnish. 
New Interior Woodwork. 
Natural Effect, Dull Finish. 
Sheet 12. Floor Varnisk. Nat- 


ural Finish and Stain Finish. 


of one-half pint to the gallon. 
steel wool or fine sandpaper to remove the gloss, 
and then apply a finishing coat of Kyanize Semi- 
Gloss Finish, just as it comes from the can. The 
contents of the can must be stirred before appli- 
cation, to insure perfect mixing. 


The effect produced will be that satiny lustre 
resembling a thoroughly-rubbed finish. 


CLOSE-GRAIN WOODS: WHITE PINE, 
WHITEWOOD, BASSWOOD, CEDAR, 
CYPRESS, HEMLOCK, YELLOW PINE, 
GEORGIA PINE, BIRCH, MAPLE, Etc. 


Dispense with the application of the 
paste filler, and proceed as above. 


BOSTON VARNISH COMPANY 
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Rub first and second coats with 


CAUTION 


Tt is absolutely essen- 
tial that the surface 
be entirely free from 
grease, oil and dirt 
before varnishing or 
enamelling. In thin- 
ning, use only Pure 


Turpentine, and only 
in small quantities. 


To insure complete fulfill- 
ment of these specifications, 
insist that all Kyanize 
Varnishes and Enamels 
specified be delivered in 
properly labelled and sealed 


containers. 
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FLOOR 


The surface of all floors must be sanded down to an even smoothness. 
with a good paste filler, colored to match the wood; 


OPEN-GRAIN WOODS: 


For Floors— Natural Finish 


OAK, ASH, WALNUT, MAHOGANY, Etc. 


FINISH SPECIFICATION 


First fill the grain 


allow time to set, then rub off with a 


cloth across the grain. In twenty-four hours go over whole surface with No. 00 sandpaper. 


Follow with three coats of Kyanize Floor Finish, Natural, allowing at least twenty-four hours 
drying interval between coats. The first coat may be thinned slightly with pure turpentine 
in the proportion of one-half pint to gallon, the varnish to be applied in full-flowing coats. 
Remove gloss from first and second coats by lightly rubbing with steel wool or sandpaper. 


The effect produced will be a highly lustrous finish; if a dull finish is desired the final 
coat may be rubbed, in forty-eight hours, with powdered pumice stone and water. 


OTHER SPECIFICATIONS 


Sheet1. White Enamel. New 
Interior Woodwork, Close 
Grain Woods. 
Sheet 2. White Enamel. Old 
Interior Woodwork. 
Sheet 3. White Enamel. New 
Exterior Woodwork. Close 
Grain Woods. 
Sheet 4. WhiteEnamel. New 
Interior Woodwork. Open 
Grain Woods. 
Sheet5. White Enamel. New 
Exterior Woodwork. Open 
Grain Woods. 
Sheet 6. Spar Varnish. For 
Nat. Finish Exterior Work. 
Sheet 7. Tinted Effects. \n- 
terior Woodwork and Plaster 
Walls. * 

meet 8. White Enamel. For 
-ainted Exterior Surfaces. 

Sheet 9. Interior Varnish, 
Gloss- Rubbed - Polished 
Effects. Open Grain Woods. 

Sheet 10. Interior Varnish. 
Gloss - Rubbed - Polished 
Effects. Close Grain Woods. 

Sheet 11. Semi-Gloss Varnish. 
New Interior Woodwork. 
Natural Effect, Dull Finish. 

Sheet 12. Floor Varnish. Nat- 
ural Finish and Stain Finish. 


Should a highly-polished result be desired, this can be obtained 
by rubbing with rotten stone and oil after allowing the final coat 


six to eight days to thoroughly harden. 


Stained Effect 


Kyanize Floor Finish, in addition to the Natural or 
Clear, comes in Light Oak, Golden Oak, Dark Oak, 
Colonial Green, Walnut, Mahogany, Rosewood or Dark 
Mahogany and Cherry. To obtain any of these effects, 
simply substitute one of the colors of Kyanize Floor 
Finish for the first two coats, and for a finishing coat 
use Kyanize Floor Finish, Natural, as above specified. 


CLOSE-GRAIN WOODS: WHITE PINE, 
WHITEWOOD, BASSWOOD, CEDAR, 
CYPRESS, HEMLOCK, YELLOW PINE, 
GEORGIA PINE, BIRCH, MAPLE, Etc. 


Dispense with the application of the 
paste filler, and proceed as above. 
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CAUTICN 


It is absolutely essen- 
tial that the surface 
be entirely free from 
grease, oil and dirt 
before varnishing or 
enamelling. In thin- 
ning, use only Pure 


Turpentine, and only 
in small quantities. 


To insure complete fulfill- 
ment of these specifications, 
insist that all Kyanize 
Varnishes and Enamels 
specified be delivered in 
properly labelled and sealed 


containers. 


